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            Schema elettrico 
 

W = Bianco 
BR = Marrone 
Y = Giallo 
Y/GR = Giallo/verde 
B = Blu 
BL = Nero 
G = Grigio 
R       = Rosso 
AT = Sensore di temperatura di funzionamento 
EAT = Estrarre sensore dell'aria 
OET = Sensore di temperatura di surriscaldamento 
UTE = Sensore aria fresca 
AVK = Guardia Rotor 
TV = Ventilatore di mandata 
AV = Ventilatore estratto 
EV = Batteria riscaldatore 
RO = Motore a rotore 
BT = Termostato antincendio 
B1 = Interruttore per spegnere sensore di umidità 
KV = Cappa (opzione) 
CO² = CO² Sensore (opzione) 
D¹      = Interruttore Impulse (opzione) 
D²      = Sensore di umidità 
D³      = Home / Leave (opzione) 
 
 

  Wiring diagram 
 

W = White 
BR = Brown 
Y = Yellow 
Y/GR = Yellow/green 
B = Blue 
BL = Black 
G = Grey 
R       = Red 
AT = Operation temperature sensor 
EAT = Extract air sensor 
OET = Overheat temperature sensor 
UTE = Fresh air sensor/ Defrost sensor 
AVK = Rotor guard  
TV = Inlet fan 
AV = Extract fan 
EV = Reheater battery 
RO = Rotor motor 
BT = Fire thermostat 
B1 = Switch to turn off humidity sensor 
KV = Cookerhood (Option)  
CO² = CO² Sensor (Option) 
D¹      = Impulse switch (Option) 
D²      = Humidity sensor 
D³      = Home / Leave (Option) 
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