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Exhaust air < (5 (5 Extract air
i : N :: iiii i Power supply
AT = Operation temperature sensor s
EAT = Exiract air sensor MC R gg)?
UTE = Fresh air sensor/ Defrost sensor : Kv
AVK = Rotor guard sensor i LL:}}’:’:}’,’,’, I e T
RH% = Humidity sensor R
MC = Control box Fresh air == > Q Q Q e= Supply air
CP = Control panel. AT OET BT |
This comes with the unit |
but in a separate box with CP
10 meters signal cable. !
CP2 = Extra Control panel (Option) | S
TV  =lInletfan
AV = Extract fan
EV = Reheater battery
BT = Fire thermostat
OET = Overheat temperature sensor
RM = Rotor motor
RO = Rotary heat exchanger
\) Material: Art. n0.:0100801-2
KV = Cookerhood (;nsy Dim.: Tolerance:
CO2 =C0z2 SenSOI.' (Optlon_) rT e Systemskjema Ensy
D' = Impulse switch (Option) Drawn [05.01.2017] __knki
D2 = External humidity sensor (Option) Checked AHU-300 HH
D3 = Home / Leave (Option) S e
F  =Filter —— — Ensy AHU-300 HH 1
Filename Ensy AHU-300 HH.idw
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